
• AMS 5664 F 
• B50TF15 S34 CLASS E Capable of
• PWA-S-5663 J CLASS 2 Capable of
• SABRE3 AEROSPACE 1.2
• AMS 5663 N Capable of
• ASME II SB-637 2019 UNSNBR N07718 
• B50TF15 S34 CLASS D 
• PWA-S-5662 M CLASS 2 
• AMS 5662 N 
• ASTM B637 2018 UNSNBR N07718
• B50TF15 S34 CLASS A 
• B50TF15 S34 CLASS C Capable of
• B50TF15 S34 CLASS F Capable of
• F-14 D
• F-17 D 
• SPS-M-275 19
• B50TF15 S34 CLASS B Capable of
• C50TF13 S20 CLASS A Chemistry only
• C50TF13 S20 CLASS B Chemistry only
• MS 319 5 CLASS A Compliant
• AS 6279 B Compliant
• PWA 300 BR Compliant
• S-SPEC-1 Compliant
• S-SPEC-35 Compliant

Specifications

• Heat Treating
• Ultrasonic Inspection
• Centerless Grinding 
• Mechanical Property Testing
• Boring/Honing

ADDITIONAL  
SERVICES

• .75 - 7.00” Dia

Stocking Sizes

HEADQUARTERS 
Connecticut 
800-444-9494 
sales@yarde.com

SERVICE CENTER  
LOCATIONS
New Hampshire 
800-376-2011 
nhsales@yarde.com
New Jersey 
800-765-6061 
njsales@yarde.com
New York 
800-333-2024 
nysales@yarde.com
North Carolina 
866-630-1220 
ncsales@yarde.com
Ohio 
888-301-6061 
ohsales@yarde.com
Pennsylvania
888-663-7050 
pasales@yarde.com
International 
860-406-6383 
internationalsales@yarde.com

ADDITIONAL LOCATIONS
Mansfield, MA 
White Marsh, MD 
Scarborough, ME 
Fraser, MI 
Albany, NY 
Syracuse, NY 
Tipp City, OH 
Chester, VA

YOU ASKED, WE DELIVERED! In response to customer feedback, we 
have expanded our product offerings to include ALLOY 718. 
We’ve  added an extensive size range and specifications to support 
almost any application. 

NOW STOCKING
ALLOY 718

www.yarde.com
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